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DEMOLITION PLAN KEYNOTES
1. EXISTING SINK AND MILLWORK TO BE REMOVED.  CAP ALL PLUMBING AND

CONCEAL IN WALL.

2. EXISTING PARTITION TO BE REMOVED.

3. EXISTING DOOR AND FRAME TO BE REMOVED.  SALVAGE FOR POSSIBLE REUSE
PER FLOOR PLAN.

4. EXISTING MILLWORK TO BE REMOVED.

5. EXISTING PLUMBING FIXTURES AND TOILET PARTITIONS TO BE REMOVED.
REWORK PLUMBING PER FLOOR PLAN.

6. EXISTING FINISH FLOORING, ADHESIVES, AND GROUT TO BE REMOVED.

7. EXISTING ACOUSTICAL CEILING TILES AND LIGHTING TO BE REMOVED.
EXISTING CEILING GRID TO REMAIN.

8. EXISTING FLOORING TO REMAIN, THIS AREA.

9. EXISTING HVAC UNIT TO BE REMOVED.  REWORK ELECTRICAL AND GAS PER
FLOOR PLAN.

10. EXISTING WATER HEATER TO REMAIN.

11. EXISTING MILLWORK TO REMAIN.

 

GENERAL DEMOLITION NOTES
1. ALL EXISTING WALLS, DOORS  AND/OR BUILT IN CABINETRY TO BE REMOVED

ARE SHOWN AS A  DASHED LINE. "REMOVE" INDICATES COMPLETE
DEMOLITION, REMOVAL AND DISPOSAL OF ALL CONCERNED ITEMS OFF SITE.

2. ALL EXISTING WALLS AND DOORS TO REMAIN ARE SHOWN AS A SOLID  LINE.
"TO REMAIN" INDICATES ANY ITEMS NOT TO BE ALTERED, DEMOLISHED OR
REMOVED.  THESE ITEMS ARE TO BE CAREFULLY LEFT INTACT, IN THEIR
ORIGINAL POSITION AND PROTECTED.

3. REMOVE BASE FROM ALL EXISTING WALLS TO REMAIN.

4. CONFIRM ALL EXISTING FLOORING AND MASTICS ARE REMOVED DOWN TO
CONCRETE SLAB,  GRIND SMOOTH AND PREPARE FOR NEW FINISHES.  PATCH
DRYWALL WHERE BASE IS REMOVED.

5. CONTRACTOR TO EXHIBIT REASONABLE CARE WHEN REMOVING WALLS
ADJACENT TO EXISTING WALLS AND COLUMNS TO REMAIN, PATCH THESE
AREAS SO EXISTING SURFACES ARE CLEAN AND FLUSH FOR NEW FINISHES

6. DEMOLITION CONTRACTOR WILL BE RESPONSIBLE FOR THE REPAIR OR
REPLACEMENT OF ANY NEW DAMAGE TO EXISTING ITEMS TO REMAIN.

7. PROTECTION: PROVIDE TEMPORARY BARRICADES AS REQUIRED TO PROTECT
THE PERSONNEL AND GENERAL PUBLIC FROM INJURY DURING THE
DEMOLITION PROCESS. NOTIFY OWNER AND ARCHITECT IMMEDIATELY IF ANY
BUILDING STRUCTURE IS DAMAGED OR OTHERWISE REQUIRES ATTENTION, IT
IS NOT ANTICIPATED THAT ANY DEMOLITION IN THIS SPACE WILL AFFECT
BUILDING STRUCTURE.

8. PRIOR TO COMMENCEMENT OF SELECTIVE DEMOLITION: INSPECT AREAS IN
WHICH WORK WILL BE PERFORMED. PHOTOGRAPH EXISTING CONDITIONS OF
STRUCTURE, SURFACES, EQUIPMENT OR SURROUNDING PROPERTIES WHICH
COULD BE MISCONSTRUED AS DAMAGE RESULTING FROM SELECTIVE
DEMOLITION WORK. FILE WITH OWNER PRIOR TO STARTING WORK.

9. ENVIRONMENTAL CONTROLS: USE SUITABLE METHODS TO LIMIT DUST AND
DIRT RISING AND SCATTERING IN AIR TO LOWEST PRACTICAL LEVEL. COMPLY
WITH ALL GOVERNING REGULATIONS AND LOCAL AUTHORITIES PERTAINING
TO ENVIRONMENTAL PROTECTION AND AIR / WATER POLLUTION CONTROLS.

10. DISPOSAL OF DEMOLISHED MATERIALS: REMOVE DEBRIS, RUBBISH AND
OTHER MATERIALS RESULTING FROM DEMOLITION OPERATIONS FROM THE
BUILDING SITE AND DISPOSE OF IN DUMPSTER.  IF "HAZARDOUS" MATERIALS
ARE ENCOUNTERED DURING DEMOLITION OPERATIONS, CEASE WORK IN THAT
AREA AND NOTIFY THE OWNER AND ARCHITECT.

11. CLEANUP AND REPAIRS: UPON COMPLETION OF DEMOLITION WORK, REMOVE
ALL TOOLS, EQUIPMENT AND ANY REMAINING DEMOLISHED MATERIALS FROM
THE SITE.  REMOVE TEMPORARY PROTECTIONS AND LEAVE INTERIOR AREAS
BROOM CLEAN.  REPAIR ADJACENT CONSTRUCTION OR SURFACES SOILED OR
DAMAGED BY SELECTIVE DEMOLITION WORK.

12. DO NOT REMOVE ANY REQUIRED STRUCTURAL ELEMENTS UNLESS
SPECIFICALLY NOTED.  SPECIAL CARE SHOULD BE TAKEN DURING
DEMOLITION ALONG EXTERIOR FACADES OF BUILDINGS.  AT NO TIME SHOULD
THE BUILDINGS REQUIRED STRUCTURE BE ALTERED.  THE CONTRACTOR IS
RESPONSIBLE FOR REPORTING ALL STRUCTURAL INSTABILITY TO THE OWNER
- WHETHER OR NOT IT IS AN EXISTING CONDITION OR ONE THAT IS RESULTING
FROM THE DEMOLITION PROCESS.
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